
 

U.S. Department of the Interior 
U.S. Geological Survey 

Water-Data Report NV-2005 

10312210 STILLWATER POINT RESERVOIR DIVERSION CANAL NEAR FALLON, NV 
CARSON RIVER BASIN, CARSON DESERT 

LOCATION.--Lat 39°28'23.89", long 118°35'55.06" referenced to North American Datum of 1983, in NE ¼ NE ¼ sec.34, T.19 N., R.30 E., Churchill County, 
Hydrologic Unit 16050203, on left bank, 0.2 mi downstream from a diversion structure for Stillwater Slough, and 9.8 mi east of Fallon. 

DRAINAGE AREA.--Indeterminate. 

WATER-DISCHARGE RECORDS 

PERIOD OF RECORD.--Aug 1967 to Sep 1981 (monthly discharge only), Oct 1990 to Sep 1992, Jan 1993 to current year. Prior to Oct 1992, published as 
Stillwater Diversion Canal near Fallon. 

GAGE.--Water-stage recorder. Elevation of gage is 3,915 ft above National Geodetic Vertical Datum of 1929, from topographic map. Prior to Sep 1981, 
gage at same site and datum on right bank. 

REMARKS.--No estimated daily discharges. Records good. 

EXTREMES FOR PERIOD OF RECORD.--Maximum daily discharge, 256 ft³/s, Jan 29, 1997; no flow several days many years. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 115 ft³/s, Oct 24, 25, gage height, 3.63 ft; minimum daily discharge, 0.70 ft³/s, Mar 31. 

 

http://pubs.usgs.gov/wdr/2005/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=10312210
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 54 20 2.4 3.1 3.2 3.2 0.86 8.5 37 40 42 50 
2 51 3.5 2.3 3.7 3.3 3.2 1.2 13 36 41 38 50 
3 51 3.1 2.1 3.0 3.2 3.2 1.4 12 32 44 36 48 
4 51 2.7 1.9 2.4 3.2 3.1 1.6 8.0 32 40 37 47 
5 54 2.6 1.7 2.3 3.1 3.0 0.76 5.6 31 42 37 50 

6 56 2.6 1.5 2.2 3.2 2.8 1.5 32 31 43 40 47 
7 53 2.9 1.7 2.1 3.0 2.6 2.3 59 16 36 49 48 
8 49 2.8 2.2 2.5 3.0 2.4 3.3 42 16 30 53 47 
9 50 9.6 2.9 2.6 3.0 2.0 2.9 30 32 33 44 51 

10 50 30 2.4 4.4 2.8 1.6 2.5 18 33 37 41 49 

11 50 35 2.0 6.2 2.8 1.3 5.5 8.3 30 39 44 49 
12 49 37 1.8 4.5 3.0 1.4 4.2 4.0 31 39 49 47 
13 49 35 1.7 4.0 3.0 1.5 3.0 3.7 28 37 54 48 
14 49 31 1.5 3.2 3.0 1.3 3.8 3.1 27 39 55 46 
15 53 21 1.4 2.7 2.8 0.97 3.2 2.7 32 41 55 52 

16 53 11 1.3 2.6 2.9 0.80 3.7 2.6 30 42 54 52 
17 48 5.4 1.3 2.5 2.9 0.75 5.0 2.4 29 38 55 50 
18 46 2.8 1.3 2.7 2.8 0.89 3.1 2.3 31 38 49 49 
19 49 2.1 1.2 2.8 3.0 0.93 4.3 2.3 33 41 45 48 
20 54 2.7 1.0 2.8 3.1 1.1 11 2.7 36 43 46 47 

21 59 2.5 0.97 2.8 3.1 0.87 18 5.1 18 39 47 46 
22 54 2.4 0.97 2.9 4.0 1.0 17 12 22 40 44 44 
23 82 2.3 0.95 2.7 8.0 2.1 19 20 33 41 44 46 
24 113 2.6 0.94 2.7 6.1 2.8 20 23 38 37 43 47 
25 114 2.9 1.0 2.8 3.4 1.6 22 18 41 36 43 53 

26 112 2.9 1.1 3.1 2.4 0.96 21 18 42 39 46 50 
27 111 3.7 1.1 9.3 2.1 1.0 22 15 43 37 46 46 
28 88 3.7 1.2 14 2.9 1.4 21 13 43 37 50 42 
29 28 3.6 1.3 6.7 --- 0.97 22 19 41 42 47 41 
30 24 2.8 1.2 4.2 --- 0.82 17 33 39 40 47 49 
31 22 --- 1.8 3.4 --- 0.70 --- 36 --- 41 49 --- 

Total 1,826 292.2 48.13 116.9 92.3 52.26 264.12 474.3 963 1,212 1,429 1,439 
Mean 58.9 9.74 1.55 3.77 3.30 1.69 8.80 15.3 32.1 39.1 46.1 48.0 
Max 114 37 2.9 14 8.0 3.2 22 59 43 44 55 53 
Min 22 2.1 0.94 2.1 2.1 0.70 0.76 2.3 16 30 36 41 
Ac-ft 3,620 580 95 232 183 104 524 941 1,910 2,400 2,830 2,850 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1991 - 2005, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 37.2 14.5 4.16 16.3 16.1 24.3 11.6 44.4 44.1 31.3 31.2 35.4 
Max 94.1 32.5 7.69 197 193 139 31.7 118 120 58.4 46.1 65.2 
(WY) (2002) (2004) (1991) (1997) (1997) (1996) (1996) (1995) (1995) (1995) (2005) (2002) 
Min 1.91 1.56 0.94 0.76 1.26 0.42 1.19 5.71 5.12 6.94 1.78 0.00
(WY) (1995) (1995) (1995) (1993) (1993) (2003) (1993) (1992) (1991) (1991) (1992) (1992) 
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SUMMARY STATISTICS 

 Calendar Year 2004 Water Year 2005 Water Years 1991 - 2005 

Annual total  9,544.87    8,209.21    
Annual mean  26.1    22.5    26.6   
Highest annual mean    68.4 1997  
Lowest annual mean    4.97 1992  
Highest daily mean  114 Oct 25   114 Oct 25   256 Jan 29, 1997  
Lowest daily mean  0.79 Mar 24   0.70 Mar 31   0.00 Sep   1, 1992  
Annual seven-day minimum  0.99 Dec 20   0.90 Mar 15   0.00 Sep   1, 1992  
Annual runoff (ac-ft)  18,930    16,280    19,280   
10 percent exceeds  54    50    60   
50 percent exceeds  33    15    11   
90 percent exceeds  1.7    1.4    1.6   
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WATER-QUALITY RECORDS 

PERIOD OF RECORD.--Apr 1977 to Sep 1981, Sep 1990 to Aug 1992, Jan 1993 to current year. 

PERIOD OF DAILY RECORD.-- 
SPECIFIC CONDUCTANCE: Sep 1990 to Aug 1992, Jan 1993 to current year. 
WATER TEMPERATURE: Oct 1990 to Aug 1992, Jan 1993 to current year. 

INSTRUMENTATION.--Water-quality monitor Sep 1990 to Aug 1992 and Jan to Jun 1993, hourly; Jul 1993 to Jan 1994, four times per hour;  
Feb to Sep 1994, hourly, Oct 1994 to current year, four times per hour. 

REMARKS.--Instantaneous specific-conductance and water-temperature measurements during a site visit can be slightly outside the range of values 
recorded during the same day by the water-quality monitor. This presumably is due to fluctuations in conductance and temperature during the interval 
between periodic monitor recordings. In Mar 1994, station was incorporated into the Stillwater Environmental Monitoring Program to gage 
environmental changes that may occur as a result of change in management of irrigation water of the Newlands Irrigation Project. Records represent 
water temperature at probe within 0.5°C. Interruptions in record due to instrument malfuntion. 

EXTREMES FOR PERIOD OF DAILY RECORD.-- 
SPECIFIC CONDUCTANCE: Maximum recorded, 9,620 microsiemens, cm at 25°C, Apr 8, 1995; minimum recorded, 202 microsiemens, cm at 25°C,  

May 31, 1996. 
WATER TEMPERATURE: Maximum recorded, 31.5°C, Aug 12, 1992; minimum recorded, freezing point, many days during winter months. 

EXTREMES FOR CURRENT YEAR.-- 
SPECIFIC CONDUCTANCE: Maximum, 9,050 microsiemens/cm, Mar 29; minimum, 468 microsiemens/cm, Sep 26. 
WATER TEMPERATURE: Maximum, 31.0°C, Jul 19; minimum, 1.0°C, Nov 29. 
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SPECIFIC CONDUCTANCE, WATER, UNFILTERED, MICROSIEMENS PER CENTIMETER AT 25 DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  October November December January 

1 580 499 547 770 724 734 --- --- --- --- --- --- 
2 576 493 533 1,230 770 1,010 --- --- --- --- --- --- 
3 637 576 612 1,350 1,230 1,280 --- --- --- --- --- --- 
4 595 544 573 1,560 1,350 1,480 --- --- --- --- --- --- 
5 611 573 591 1,630 1,550 1,600 --- --- --- --- --- --- 

6 602 565 584 1,820 1,590 1,710 --- --- --- --- --- --- 
7 594 534 575 1,950 1,790 1,870 --- --- --- --- --- --- 
8 562 531 548 1,930 1,830 1,870 --- --- --- --- --- --- 
9 610 560 579 3,640 1,600 1,910 --- --- --- --- --- --- 

10 602 563 573 2,590 896 1,050 --- --- --- --- --- --- 

11 603 576 584 1,010 898 966 --- --- --- --- --- --- 
12 596 562 574 1,010 941 975 --- --- --- --- --- --- 
13 610 564 589 966 871 941 --- --- --- --- --- --- 
14 612 580 596 888 795 850 --- --- --- --- --- --- 
15 655 589 631 988 789 837 --- --- --- --- --- --- 

16 621 552 572 1,190 904 1,080 --- --- --- --- --- --- 
17 607 580 592 912 898 904 --- --- --- --- --- --- 
18 603 570 582 925 898 909 --- --- --- --- --- --- 
19 611 583 600 1,220 924 1,030 --- --- --- --- --- --- 
20 666 587 616 1,960 1,220 1,560 --- --- --- --- --- --- 

21 706 633 675 2,240 1,960 2,180 --- --- --- --- --- --- 
22 640 623 632 2,470 2,210 2,350 --- --- --- --- --- --- 
23 634 522 573 2,320 2,260 2,290 --- --- --- --- --- --- 
24 546 518 526 2,460 2,290 2,390 --- --- --- --- --- --- 
25 562 543 553 2,480 2,400 2,440 --- --- --- --- --- --- 

26 569 547 557 2,440 2,300 2,360 --- --- --- --- --- --- 
27 560 539 550 2,590 2,340 2,440 --- --- --- --- --- --- 
28 1,630 541 722 2,340 2,250 2,290 --- --- --- --- --- --- 
29 1,770 873 1,260 2,500 2,320 2,430 --- --- --- --- --- --- 
30 873 697 758 --- --- --- --- --- --- --- --- --- 
31 743 720 733 --- --- --- --- --- --- --- --- --- 

Month 1,770 493 619 --- --- --- --- --- --- --- --- --- 
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SPECIFIC CONDUCTANCE, WATER, UNFILTERED, MICROSIEMENS PER CENTIMETER AT 25 DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  February March April May 

1 --- --- --- 5,030 4,240 4,550 7,890 7,600 7,760 1,500 1,290 1,380 
2 3,950 3,630 3,780 4,270 3,910 4,090 8,250 7,870 8,090 2,290 1,310 1,710 
3 4,500 3,950 4,240 4,150 3,960 4,040 8,520 8,120 8,360 1,630 1,110 1,350 
4 4,810 4,500 4,740 4,620 4,140 4,410 8,520 8,290 8,390 1,420 1,110 1,260 
5 5,060 4,770 4,950 4,880 4,610 4,810 8,410 8,220 8,300 1,860 1,420 1,650 

6 5,260 4,980 5,040 5,090 4,880 5,020 8,350 7,910 8,190 1,860 919 1,460 
7 5,740 5,220 5,350 5,450 5,060 5,250 7,950 7,520 7,630 1,560 915 1,210 
8 5,950 5,400 5,590 5,610 5,370 5,460 8,220 7,600 7,970 915 779 831 
9 5,660 5,470 5,550 5,630 5,440 5,510 8,300 8,010 8,180 842 780 799 

10 5,740 5,420 5,540 5,720 5,480 5,600 8,020 7,350 7,800 1,270 842 975 

11 5,510 5,360 5,440 5,840 5,560 5,700 7,350 5,640 6,580 1,480 1,270 1,380 
12 5,670 5,290 5,440 6,070 5,760 5,910 5,670 4,750 5,280 2,440 1,480 2,040 
13 5,870 5,340 5,570 6,380 5,950 6,120 4,750 4,560 4,670 2,840 2,440 2,650 
14 5,520 5,310 5,410 6,700 6,370 6,570 4,570 3,810 4,280 3,180 2,840 3,030 
15 5,910 5,410 5,760 6,960 6,680 6,840 3,810 3,570 3,650 3,220 3,070 3,140 

16 5,670 5,470 5,520 7,080 6,850 6,970 3,860 3,650 3,740 3,330 3,190 3,250 
17 5,710 5,570 5,640 7,610 7,060 7,310 3,860 3,660 3,750 3,590 3,320 3,460 
18 5,940 5,660 5,830 7,930 7,570 7,780 3,870 3,660 3,750 3,580 3,450 3,520 
19 6,120 5,630 5,720 8,010 7,730 7,850 4,140 3,860 3,980 3,550 3,460 3,510 
20 6,450 5,520 5,840 7,960 7,700 7,780 4,470 2,790 3,570 3,740 3,460 3,610 

21 6,080 5,620 5,800 7,850 7,660 7,780 2,790 1,530 1,850 3,630 3,420 3,570 
22 6,280 5,390 5,730 7,970 7,540 7,800 1,540 1,380 1,430 3,440 2,180 2,990 
23 5,700 5,330 5,560 7,710 7,350 7,590 1,460 1,350 1,410 2,180 1,290 1,570 
24 5,350 4,660 5,090 7,980 7,690 7,840 1,420 1,270 1,320 1,290 965 1,120 
25 4,670 4,240 4,340 7,960 7,680 7,830 1,340 1,210 1,260 1,180 967 1,090 

26 4,760 4,400 4,620 7,950 7,730 7,840 1,220 1,110 1,140 1,230 1,140 1,180 
27 4,900 4,500 4,730 8,300 7,700 8,000 1,240 1,130 1,180 1,380 1,230 1,330 
28 5,160 4,870 4,980 8,930 8,280 8,670 1,190 952 1,030 1,400 1,270 1,340 
29 --- --- --- 9,050 8,690 8,910 1,110 928 1,010 2,750 1,120 1,500 
30 --- --- --- 8,720 8,020 8,360 1,490 1,050 1,220 1,120 890 996 
31 --- --- --- 8,020 7,630 7,830 --- --- --- 893 816 847 

Month --- --- --- 9,050 3,910 6,650 8,520 928 4,560 3,740 779 1,930 
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SPECIFIC CONDUCTANCE, WATER, UNFILTERED, MICROSIEMENS PER CENTIMETER AT 25 DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  June July August September 

1 838 792 812 630 589 610 646 614 633 565 529 547 
2 902 833 870 631 595 613 642 601 619 578 530 553 
3 852 831 841 623 552 593 706 634 659 568 528 549 
4 1,020 842 940 632 548 577 700 618 645 595 566 585 
5 1,000 863 941 649 577 618 629 594 618 583 546 570 

6 996 855 931 612 546 571 684 585 639 579 527 547 
7 1,180 943 1,100 618 592 607 680 596 649 592 563 584 
8 2,280 1,060 1,140 694 610 645 599 519 580 597 563 581 
9 2,180 870 935 723 686 701 673 506 599 640 526 593 

10 907 860 895 707 623 653 654 562 607 612 517 554 

11 903 851 873 676 633 657 623 546 593 622 571 607 
12 972 740 886 742 622 672 631 547 588 616 540 579 
13 781 718 750 733 635 667 567 491 539 636 570 602 
14 810 740 762 719 676 695 569 493 537 662 588 637 
15 950 810 893 691 589 641 615 516 553 650 578 618 

16 870 629 761 642 572 617 611 535 556 582 526 553 
17 875 599 673 693 562 610 575 493 536 577 557 568 
18 932 777 871 694 606 637 583 512 534 613 555 589 
19 777 735 756 630 595 612 614 535 584 590 524 559 
20 869 764 791 620 564 591 575 522 553 579 517 550 

21 944 782 844 623 579 598 609 475 557 633 579 597 
22 1,270 790 960 684 623 657 582 476 543 648 570 603 
23 790 688 716 663 621 640 589 522 556 623 596 616 
24 726 687 708 678 652 664 571 498 533 596 501 533 
25 692 642 664 716 656 691 588 555 575 567 547 558 

26 684 631 661 656 584 619 622 499 586 576 468 517 
27 682 643 657 683 599 642 588 476 534 582 498 539 
28 658 621 637 651 620 632 575 492 533 558 517 545 
29 660 610 633 646 603 630 610 498 566 619 532 575 
30 633 604 617 669 598 634 580 532 556 546 500 528 
31 --- --- --- 655 630 642 589 526 555 --- --- --- 

Month 2,280 599 817 742 546 633 706 475 578 662 468 571 
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TEMPERATURE, WATER, DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  October November December January 

1 19.0 16.0 17.5 9.0 5.5 7.0 --- --- --- --- --- --- 
2 18.5 16.0 17.5 9.0 4.5 6.5 --- --- --- --- --- --- 
3 19.0 15.5 17.0 6.5 5.0 5.5 --- --- --- --- --- --- 
4 19.0 16.0 17.5 9.5 4.5 6.5 --- --- --- --- --- --- 
5 19.0 15.5 17.5 9.5 4.0 7.0 --- --- --- --- --- --- 

6 19.0 15.5 17.5 9.5 4.5 7.0 --- --- --- --- --- --- 
7 18.5 15.5 17.0 9.0 4.5 7.0 --- --- --- --- --- --- 
8 18.0 15.5 17.0 8.5 6.5 7.5 --- --- --- --- --- --- 
9 17.0 14.5 16.0 11.5 8.0 9.0 --- --- --- --- --- --- 

10 14.5 12.5 13.5 11.0 9.0 10.0 --- --- --- --- --- --- 

11 14.0 10.5 12.5 10.5 9.0 10.0 --- --- --- --- --- --- 
12 15.0 11.5 13.0 10.0 8.5 9.5 --- --- --- --- --- --- 
13 16.0 12.0 13.5 9.5 7.5 8.5 --- --- --- --- --- --- 
14 16.0 12.5 14.0 9.0 7.0 8.0 --- --- --- --- --- --- 
15 15.5 12.5 14.0 8.0 6.5 7.0 --- --- --- --- --- --- 

16 15.0 13.0 14.0 8.5 5.5 7.0 --- --- --- --- --- --- 
17 14.0 12.0 13.5 10.5 6.0 8.0 --- --- --- --- --- --- 
18 12.0 9.5 10.5 10.0 5.5 7.5 --- --- --- --- --- --- 
19 9.5 8.0 9.0 8.0 5.5 7.0 --- --- --- --- --- --- 
20 9.0 7.5 8.5 6.0 3.0 5.0 --- --- --- --- --- --- 

21 10.0 7.5 8.5 5.0 2.0 3.5 --- --- --- --- --- --- 
22 11.0 8.5 10.0 5.0 1.5 3.5 --- --- --- --- --- --- 
23 10.5 9.5 10.0 5.0 2.0 3.5 --- --- --- --- --- --- 
24 10.5 9.5 10.0 5.5 2.0 3.5 --- --- --- --- --- --- 
25 11.5 9.5 10.5 4.5 2.0 3.5 --- --- --- --- --- --- 

26 11.0 9.0 10.0 6.0 3.0 4.5 --- --- --- --- --- --- 
27 9.0 8.0 8.5 4.5 2.0 3.5 --- --- --- --- --- --- 
28 8.0 6.5 7.5 4.5 1.5 2.5 --- --- --- --- --- --- 
29 10.0 7.0 8.0 4.0 1.0 2.0 --- --- --- --- --- --- 
30 10.0 6.5 8.0 --- --- --- --- --- --- --- --- --- 
31 9.5 6.5 8.0 --- --- --- --- --- --- --- --- --- 

Month 19.0 6.5 12.6 --- --- --- --- --- --- --- --- --- 
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TEMPERATURE, WATER, DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  February March April May 

1 --- --- --- 11.5 6.5 9.0 16.5 9.0 12.5 18.5 15.0 16.5 
2 3.0 1.5 2.5 12.5 8.0 9.5 19.0 10.5 14.0 19.0 14.0 16.5 
3 3.0 1.5 2.0 11.5 6.5 9.0 15.0 10.0 12.5 21.0 15.5 18.0 
4 3.0 1.5 2.0 12.5 6.5 9.0 17.5 8.0 12.0 20.0 17.0 18.5 
5 3.0 1.5 2.0 13.5 7.0 10.0 20.0 10.0 15.0 18.0 15.0 17.0 

6 4.5 1.5 3.0 14.0 7.0 10.0 20.5 12.0 16.5 15.0 12.0 13.0 
7 5.0 2.0 3.5 14.5 7.5 11.0 18.0 12.0 14.5 16.5 11.0 13.0 
8 6.0 2.0 4.0 15.0 8.0 11.5 14.0 10.0 11.5 16.5 13.5 15.0 
9 6.0 2.0 3.5 17.0 9.0 12.5 14.5 8.5 11.0 17.5 14.0 15.5 

10 7.0 2.0 4.5 16.0 10.0 13.0 17.5 8.0 12.5 14.5 11.5 13.0 

11 4.5 3.5 4.0 16.0 9.5 12.5 19.0 11.0 14.5 14.0 11.0 12.5 
12 7.0 3.5 5.0 17.0 9.5 13.5 19.0 11.5 15.0 19.0 11.5 14.5 
13 8.0 4.0 6.0 15.0 8.5 11.5 16.0 11.0 13.0 20.5 13.5 17.0 
14 8.0 5.0 6.5 12.5 6.5 10.0 17.5 9.5 12.5 25.0 15.5 20.0 
15 7.0 5.5 6.0 14.0 6.5 10.0 18.5 9.0 13.5 22.0 18.0 20.0 

16 7.0 5.0 6.0 12.0 8.0 10.0 20.5 10.5 15.0 19.0 15.5 17.5 
17 7.5 5.0 6.0 10.0 8.0 9.0 20.0 13.0 16.0 21.0 13.0 16.5 
18 6.0 4.5 5.0 14.5 6.0 10.5 19.0 12.0 15.0 21.5 15.5 18.0 
19 9.0 4.0 6.0 13.0 8.5 11.0 16.0 10.0 12.5 23.0 15.5 18.5 
20 9.0 5.5 7.0 10.5 7.0 8.5 14.5 10.5 12.5 25.5 15.5 19.5 

21 8.0 6.0 7.0 14.0 6.5 10.5 17.0 10.5 13.5 24.0 15.0 19.0 
22 7.5 6.0 6.5 11.5 8.5 10.5 16.5 12.0 15.0 23.5 16.5 19.5 
23 9.0 6.0 7.0 12.5 8.0 10.0 16.5 12.5 14.5 23.0 20.0 21.5 
24 10.0 5.5 7.5 13.0 7.0 9.5 17.0 13.5 15.0 23.0 20.5 22.0 
25 11.0 5.5 8.0 13.5 7.0 10.0 17.5 12.5 15.0 23.5 19.5 21.5 

26 12.5 6.0 9.0 15.0 6.5 11.0 19.5 14.0 17.0 24.0 20.5 22.0 
27 11.5 6.5 9.0 16.0 9.5 12.5 19.0 16.0 17.5 26.0 21.0 23.0 
28 13.5 7.5 10.0 13.5 8.0 10.5 16.5 14.0 15.5 24.0 20.0 22.0 
29 --- --- --- 12.0 8.0 9.5 18.5 13.0 15.5 21.0 17.5 19.5 
30 --- --- --- 15.0 5.5 10.0 19.5 15.0 17.0 22.5 17.0 19.5 
31 --- --- --- 15.0 7.0 11.0 --- --- --- 24.5 19.0 21.5 

Month --- --- --- 17.0 5.5 10.5 20.5 8.0 14.2 26.0 11.0 18.1 



 Water-Data Report NV-2005 

 10312210 STILLWATER POINT RESERVOIR DIVERSION CANAL NEAR FALLON, NV—Continued 

— 10 — 

TEMPERATURE, WATER, DEGREES CELSIUS 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

Day Max Min Mean Max Min Mean Max Min Mean Max Min Mean

  June July August September 

1 24.0 20.0 21.5 27.5 22.0 25.0 29.0 23.5 26.0 22.5 17.5 20.0 
2 23.0 18.0 20.0 27.5 22.0 25.0 27.5 22.5 25.0 23.5 18.5 21.0 
3 23.0 16.5 19.5 27.5 21.5 24.5 27.5 22.0 25.0 24.0 19.0 21.5 
4 24.0 17.5 20.0 27.5 22.0 25.0 28.0 22.0 25.0 23.5 19.0 21.0 
5 22.5 18.5 20.5 28.0 22.0 25.0 28.5 23.0 26.0 23.0 18.5 21.0 

6 19.5 15.5 17.5 29.0 23.5 26.0 28.5 23.5 26.0 23.0 18.5 20.5 
7 20.0 14.0 16.5 29.5 24.5 27.0 27.5 23.5 25.5 23.5 18.5 21.0 
8 19.5 15.5 17.5 29.5 24.0 26.5 28.0 22.5 25.0 23.0 19.0 21.0 
9 21.0 16.0 18.0 27.0 23.0 25.0 29.0 23.5 26.0 21.5 19.0 20.5 

10 23.5 18.0 20.5 27.5 22.0 24.5 28.5 22.5 25.5 20.0 16.0 18.0 

11 24.0 18.5 21.0 28.5 22.5 25.5 27.5 22.0 25.0 19.5 15.5 17.5 
12 24.0 19.0 21.5 29.5 24.0 26.5 27.0 22.0 24.0 19.5 15.0 17.0 
13 25.5 18.5 21.5 30.0 24.5 27.5 25.0 21.0 23.0 20.0 15.0 17.5 
14 25.5 19.5 22.5 30.0 24.5 27.5 25.5 20.5 22.5 20.5 15.5 18.0 
15 25.5 19.5 22.5 30.0 25.0 27.5 23.5 21.0 22.5 20.5 16.0 18.5 

16 23.0 19.0 21.5 30.5 25.0 28.0 24.0 19.5 21.5 20.5 16.5 18.5 
17 19.0 16.0 18.0 29.5 24.5 27.0 25.0 20.0 22.5 19.5 15.5 17.5 
18 21.0 14.0 17.5 30.5 24.5 27.0 26.0 21.0 23.5 19.0 15.0 17.5 
19 23.0 16.5 19.5 31.0 26.0 28.0 26.0 20.5 23.5 19.5 15.0 17.5 
20 24.5 18.5 21.0 30.5 24.5 27.5 25.5 21.0 23.5 18.5 15.5 17.0 

21 25.0 20.5 22.5 29.0 26.0 27.0 26.5 21.0 23.5 20.5 16.5 18.0 
22 25.0 20.0 22.5 30.0 24.0 26.5 26.5 21.5 24.0 21.0 17.0 19.0 
23 26.0 20.5 23.0 28.5 23.0 26.0 26.5 21.5 24.0 20.5 17.5 19.0 
24 26.5 21.5 23.5 29.0 23.0 26.0 26.5 21.0 23.5 18.0 15.0 16.0 
25 24.5 21.0 22.5 28.0 22.0 25.0 26.0 21.0 23.5 16.5 13.0 14.5 

26 25.0 19.0 21.5 27.0 21.5 24.0 26.0 21.0 23.5 15.5 13.5 14.5 
27 25.5 20.0 23.0 28.0 21.5 24.0 26.0 21.0 23.5 17.0 13.5 15.0 
28 25.0 20.0 22.5 27.0 23.5 25.5 26.5 21.0 23.5 18.5 14.0 16.0 
29 26.0 20.0 23.0 26.0 22.0 24.0 24.5 21.0 23.0 19.0 15.0 16.5 
30 27.0 21.0 24.0 28.0 21.5 24.5 22.0 18.0 20.0 19.0 15.0 17.0 
31 --- --- --- 28.5 24.0 26.0 22.0 17.0 19.5 --- --- --- 

Month 27.0 14.0 20.9 31.0 21.5 25.9 29.0 17.0 23.8 24.0 13.0 18.2 

 


